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B-10

TABLE B-2.  Example Construction of VMF Message Data.
(Sample message is from the VMF TIDP-TE, Volume III, Reissue 2, August 1996.)

FIELD OCTET BUFFER/STREAM
TITLE LENGTH

(Bits)
VALUE
(Dec)

VALUE
(Binary)

MSB LSB
2n 20

FIELD
FRAGMENTS

MSB LSB
27 20

OCTET
VALUE
(Binary)
MSB LSB
27 20

OCTET
VALUE
(Hex)

OCTET
NO

Check Fire Type 3 0 000 XXXXX000
Check Fire/Cancel Check Fire Command 3 1 001 XX001XXX
FPI 1 1 1 X1XXXXXX
Target Number (AB31) 28
Group1 7 65 (A) 1000001 1XXXXXXX 11001000 C8 1

XX100000
Group2 7 66 (B) 1000010 10XXXXXX 10100000 A0 2

XXX10000
Group3 14 31 00000000011111 111XXXXX 11110000 F0 3

00000011 00000011 03 4
XXXXX000

FPI (Observer Unit Reference Number) 1 0 0 XXXX0XXX
Observer Unit Reference Number 24 NA
FPI (First Unit Unit Reference Number) 1 0 0 XXX0XXXX
First Unit Unit Reference Number 24 NA
GPI (DTG) 1 0 0 XX0XXXXX
Effective Hour 5 NA
Effective Minute 6 NA
Effective Second 6 NA
FPI 1 0 0 X0XXXXXX
Launcher Message Sequencing Number 7 NA
(Zero Padding) 1 0 0 0XXXXXXX 00000000 00 5


